USB High Speed Serial Converter
User’s Guide

Overview

* The USB to Serial Converter provides a simple and easy way to afford a bridge/connectivity
between the Universal Serial Bus (USB) and Serial Port interface.

* With the advantages of USB port such as plug and play & hot swap, users have the capability to
utilize the peripheral with serial port interface in an easy-to-use environment. It is designed for
ideal connections to Cellular Phone, Digital Camera, Modems or ISDN terminal adapters.

« The USB to Serial Converter and software drivatile to make the USB interface to be

transparent to the peripherals without firmwarenges, it's possible for serial port peripherals to

easily interface with USB with minimum modification

Product Features
e USB Specification Rev. 2.0 compliant
e Support the RS232 Serial interface
e Support automatic handshake mode
e USB full speed communication and bus powered
e Support windows 98se/me/2000/xp, imac os 8.6 and above, linux
e Support remote wake-up and power management
System Requirements
« IBM PC 486DX4-100 MHz CPU or higher or compatible system
e Available USB port

e CD-ROM drive
Driver Installation

Follow the steps below to install Window 98se driver of USB-Serial Converter:
1. Power on your computer and make sure that the USB port is enabled and working properly.

2. Plug in the USB-Serial Converter into the USB port and run the Add New Hardware Wizard to assist
you in setting up the new device. Click Next to continue.

Add New Hardware Wizard

Thiz wizard searches for new drivers for:

USE HS Serial Converter

A device driiver iz a zoftware program that makes a
hardware device work.
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3. Insert the USB-Serial Converter software driver into the CD-ROM drive and click Next to continue and
click to search driver from the CD-ROM drive

Add Mew Hardware Wizard

What do pou watt Windows to da’?

% Search for the best driver for your device.
{Recommended).

€ Display a list of all the drivers in a specific
location, so you can zelect the driver pou want.
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Add New Hardware Wizard

Windows will search for new drivers in its driver database
on your hard diive, and in any of the following selected
locations. Click Mext to start the search.
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™ CD-ROM drive
[ Microsoft Windows L pdate

¥ Specify a lozation:
[ =

¢ Back I MHest » I Cancel |

Browse for Folder EE

Select the folder that containg diver information [IMF file] for
this device.
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Add New Hardware ard

windows will search fior new drivers in its driver database
on your hard drive, and in any of the following selected
locations. Click Mext ta start the seanch.

[~ Floppy disk drives
[~ CO-ROM drive
I Microzoft Windows Update

¥ Specify a location:
[D:\UNEBE-4
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4. Windows will detect the driver and shows the USB HS Serial Converter. Click Next to continue
installation.

Add Mew Hardware Wizard

Windows driver file search for the device:

USE High Speed Serial Converter

Windaws iz now ready to install the best driver for this
device. Click Back to select a different driver, ar click Mext
to cantinue.

Location of driver:

D:MUMEBE ASFTDIBLS.INF
=
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5. Click Next to continue and let Windows copy the needed files to your hard disk.
6. When Windows finished installing the software,click Finish.

Add New Hardware Wizard

% USE High Speed Sernial Converter

windows has finizhed instaling the software that your new
hardware device requires.
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7. See the Device Manager to check the USB HS Serial Converter.
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Changing the COM Port Number

1. From 'Device Manager", select' View devices by type", then" Ports (COM & LPT)".
2. Select the USB serial port and clietoperties.
3. Select thé Port Settings' tab, then click Advanced” . Choose the required COM port



number from the list and click OK.
Notes

If a modem is attached to the USB serial port witenport number is changed, it will continue to kvor
under the new port number.

If a modem had been attached to the USB serialuarivas not attached when the port number was
changed, it will not work when re-attached underriew port number. In this case, the modem must be
removed from the system and re-installed.

In general, if there are devices in the system whive been attached previously to the USB seoid) p
they may not work after the port number has beamgéd. If this is true, remove the device from the
system and re-install it.
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Advanced Port Settings [ x|

v Use FIFO buffers [requires 16550 compatible UART]

K

Select lower zettings to cormect connection problems.

Select higher settings for faster performance. Cancel

flik

Defaults

Beceive Buffer. Low [1] High [14]

TN

Transmit Buffer: Low [1] J High [1E]

Uninstalling the Driver Program

If you want to remove the USB-Serial Converter driver program, you can uninstall it by following the steps
below:

1. Unplug the USB-Serial Converter from your PC.

2. Run the"Ftdiunin.exe” program from the software CD-ROM, then Click “continue” to remove the USB-
Serial Converter driver program.
3. Click "Finish”, then reboot the PC.

& UnBbe-a E=l
| e Edt View
Freomms.wsd  Frdibus. cat
3
|'I object|s] zelected o
FTDI Uninstaller Version 2.1 E|

If your USB device iz connected, pleaze unplug it now._.

Press Continue to uninstall the drivers, or Cancel to quit.
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FTDI Uninstaller ¥ersion 2.1

Uninstalling ¥ID_0403%:P1D_6001

Deleting registry entries. .
Deleting hles__

Uninstall complete, prezs Finizh to exit.
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